PART TWO

OPERATING INSTRUCTIONS

Note. For information on destroying the equipment to prevent enemy use, see the destruction notice at the front of

this manual.

-

Section lll. CONTROLS AND THEIR USE

I5. General

Radio Set SCR-536-(*) is designed for operation
under battle conditions. The number of controls,
therefore, has heen kept at a minimum to free the
operator from time-consuming adjustments.

16. Turning Set On and Off

Extending the bottom section of the telescopic rod
antenna operates the on-off toggle switch, located
near the bottom panel. (See fig. 7.) When the an-
tenna is fully collapsed the set is automatically
turned off.

17. Receiving and Transmitting

A rubber-covered press-to-talk switch is mounted on
the side of the case. When held down, it operates
the change-over switch that converts the set from a
receiver to a transmitter. (See figs. 6 and 7.) The
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20. Starting Procedure

After the receiver and the transmitter have been
preset to the frequency on which operation is de-
sired and batteries have been installed, the set is
ready for operation. Remove the antenna cap and
screw it onto the mounting stud. Extend the antenna
to put the set in operation. (See fig. 17.)

21. Siting

A primary cause of poor reception and transmission
may be signal-absorbing objects. When locating
radio sets, avoid natural obstacles such as trees,
foliage, hills, cliffs, and valleys; and man-made ob-

press-to-talk switch is mounted so as to be operated
by pressure of the finger tips of the left hand when
the set is held in the normal operating position.

18. Controlling Volume

No volume control is present on this set. The
volume in the earphone is fixed at a normal level by
the design of the set. Increased volume can be
obtained by intelligent location of the radio sets, by
the use of fresh batteries, and by speaking at a suit-
able voice level during transmission. Volume may
be reduced by collapsing the top sections of the
antenna. The bottom section must remain partially
extended to insure that the set is not turned off.

19. Tuning

The operator is not required to make tuning adjust-
ments of any kind. Presetting to desired frequency
is accomplished by authorized personnel only.
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stacles such as buildings, bridges, telephone and
power lines, fences, and railroad tracks. Also try
to keep the straight-line distance between the radio
sets as free of such objects as possible. Operation
will often be improved by moving one or both sets
to new locations.” Place the sets as high as possible,
on top of a hill or building, to help increase the
range of operation. Be sure that the antenna is fully
extended, held as nearly as possible to a vertical
position, and clear of obstructions for several feet
around it. Figure 18 illustrates good and bad loca-
tions for Radio Set SCR-536-(*). When operating
in underbrush, keep the antenna from coming in
contact with branches or foliage.






